
G
enerac RV G

enerator - Q
P-55/65/75LP, Q

P-75G

Service After the Sale

G
enerac's certified service organization, the largest in the industry, provides unsurpassed installation, reliable ongoing m

aintenance, and large inventories of 
parts, com

ponents, and accessories.

For RV product support please call 888·G
EN

ER
AC

 or visit our dealer locator at w
w

w.guardiangenerators.com
.

O
w

ner's m
anuals (including installation, operation, m

aintenance and support inform
ation) are shipped w

ith every G
enerac RV generator. Additional copies can 

be dow
nloaded from

 w
w

w.generac.com
.
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545
 [ 21 7/16"]

TYP.
95.6

 [ 3 3/4"]
183.6

 [ 7 1/4"]

821.2
 [ 32 5/16"]

233.2
 [ 9 3/16"]

469
 [ 18 7/16"]

195.8
 [ 7 11/16"]

57
 [ 2 1/4"]

TYP.
516.2

 [ 20 5/16"]

TYP.
469.8

 [ 18 1/2"]

495
 [ 19 1/2"]

526.2
 [ 20 11/16"]

70.8
 [ 2 13/16"]

344.6
 [ 13 9/16"]

45°

305.9
 [ 12 1/16"]

536.2
 [ 21 1/8"]

TYP.
54

 [ 2 1/8"]

126.2
 [ 5"]

90
 [ 3 9/16"]

497.4
 [ 19 9/16"]

REF.
855.8

 [ 33 11/16"]

REF.
564.1

 [ 22 3/16"]

190.4
 [ 7 1/2"]

120.5
 [ 4 3/4"]

212
 [ 8 3/8"]

84
 [ 3 5/16"]

89.4
 [ 3 1/2"]

39.8
 [ 1 9/16"]

TYP.
50

 [ 1 15/16"]

470
 [ 18 1/2"]

513.7
 [ 20 1/4"]

AIR INTAKE

HOT AIR
EXHAUST

3/8"-16 WELDNUTS
(8 PLACES)

FUEL FILTER

REMOTE PANEL
CONNECTOR

AC OUTPUT
HARNESS

BATTERY
CONNECTIONS

FRONT

TAILPIPE
LOCATION

FUEL INLET

FUEL INLET

25.4
 [ 1"]

TYP.
6.7

 [ 1/4"]

274
 [ 10 13/16"]

293
 [ 11 9/16"]

842.4
 [ 33 3/16"]

VIEW FROM TOP

FRONT DOOR ACCESS FOR
ALL REQUIRED MAINTENANCE

NOTE: ALL AIR INTAKES AND EXHAUST OUTLETS MUST BE
      KEPT CLEAR OF ANY OBSTRUCTIONS.  ALL OPEN AREA
      IS REQUIRED FOR COOLING.

568
 [ 22 3/8"]

219.8
 [ 8 5/8"]
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